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STANDARD FINISHES  

All prices include a standard finish of your choice.  All of our standard finishes are hand done in house by our skilled artisans.  
Premium gloss and Super premium plated finishes are available for a surcharge. 

 
Aged Iron 

 
Antique 

 
Antique Brass 

 
Ash 

 
Beijing 

 
Black 

 
Brass 

 
Brite Silver 

 
Bronze 

 
Brushed Nickel 

 
Burgundy 

 
Burnished Bronze 
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STANDARD FINISHES  

All prices include a standard finish of your choice.  All of our standard finishes are hand done in house by our skilled artisans.  
Premium gloss and Super premium plated finishes are available for a surcharge. 

 
Chalet 

 
Champagne 

 
Espresso 

 
French Blue 

 
Gilded Silver 

 
Gilt 

 
Gold 

 
Gold Blush 

 
Gold Dust 

 
Hammered Steel 

 
Hammered Silver 

 
Havannah 

 



 4 

STANDARD FINISHES  

All prices include a standard finish of your choice.  All of our standard finishes are hand done in house by our skilled artisans.  
Premium gloss and Super premium plated finishes are available for a surcharge. 

 
Heirloom 

 
Henna 

 
Leather 

 
Mineral 

 
Moss 

 
Natural Iron 

 
Nutmeg 

 
Pearl 

 
Pewter 

 
Sable 

 
Sepia 

 
Swiss Gold 
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STANDARD FINISHES  

All prices include a standard finish of your choice.  All of our standard finishes are hand done in house by our skilled artisans.  
Premium gloss and Super premium plated finishes are available for a surcharge. 

 
Versailles 

 
Vintage Walnut 

 
White 

 
Winter 

 

PREMIUM - GLOSS FINISHES  

Our premium gloss finishes feature a beautiful sheen and are available in a variety of popular color ways.  Surcharges apply.  
Additional lead time required. 

 

 
Chestnut 

 

 
Gloss Black 

 
Gloss White 

 

 
Graphite 

 
Gun Metal 

 

 
Mink 

 

 
Shiraz 

 

 
Umber 
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SUPER PREMIUM - PLATED FINISHES  

Stunning hand polished and plated finishes are available on all of our smooth round rods and hardware.  Choose Polished Chrome 
for a spectacular bright finish or Polished Nickel for a slightly warmer hue.  Our Polished Copper and Polished Brass are un-lacquered 
"Living Finishes" that will naturally darken and develop a lustrous patina over time.  An optional clear coat may be specified to 
maintain a bright look if preferred.  We suggest selecting smooth finials for the most even appearance.  Highly detailed finials will 
show contrast once plated.  Surcharges apply.  Additional lead time required. 

Polished Nickel 

 

 

 

Matching screw caps included.   

 

 

 

 

Polished Chrome 

 

 

 

Matching screw caps included.   

 

 

 

 
Polished Copper ς un-lacquered "living finish" 

 

 

 

Matching screw caps included.   

 

 

 

 

Polished Brass ς un-lacquered "living finish" 

 

Matte Brass - optional 

 

 

 

Matching screw caps included.   
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IRON RODS  

All iron rods are cut exactly to the length you specify.  The following rod styles and sizes are available.  Rod sections are shown in actual size.  Standard finishes are 
included in pricing.  Premium and Super premium finishes available.  Surcharges apply. We can ship rods up to 118" in one piece with standard shipping service.  For 
rods longer than 118" we recommend splicing.  If you require a one piece rod longer than 118" please call for a freight quote. 

½" Round  (bracket required every 60") 
Finish: Gilt 

 

 

½" Twist  (bracket required every 60") 
Finish: Heirloom

 
 

½" Square  (bracket required every 60") 
Finish: Havannah 

 

 

½" Square Hammered  (bracket required every 60") 
Finish: Natural Iron

 
 

¾" Round  (bracket required every 72") 
Finish: Sepia

 
 

¾" Round  Hammered (bracket required every 72") 
Finish: Aged Iron

 

1" Round  (bracket required every 108") 
Finish: Versailles 

 

 
 

¾" Twist  (bracket required every 72") 
(Use 1½" I.D. rings or larger. 1" I.D. rings will not work.) 

Finish: Burnished Bronze

 
1" Square  (bracket required every 108") 

Finish: Brushed Nickel 
 

 
 

1" Square Hammered  (bracket required every 108") 
(This rod is difficult to traverse.  2" rings are recommended.) 

Finish: Bronze 

 

*1-5/8" Round (bracket required every 120") *Available with hb!±9w{9ϰ cord traverse system. 
Finish: Black 
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FRENCH  RODS , ½" & ¾" DIAMETER  

One of the most popular drapery hardware styles right now are French Rods that return to the wall.  We offer many options to 
configure these rods to your application.   
 
 

                     
 
 

 
 

French Rods for ½" and ¾" diameter rods are solid.  We Heat & Bend the returns to the rod in one piece.  The return ends are drilled 
to slip onto pinned bases.  Provide Face width measurement when ordering.  Standard projection is 3½" to rod center.  Please 
specify if you require a custom projection.   Minimum projection available is 1½".  Specify base style.  Center supports are 
recommended for rods over 60".  Swivel base brackets are recommended as center supports and can be ordered with 
coordinating bases.  Café brackets are suggested as center supports for ½" rods using Café bases under 3½" projection. 
 

Easy to order, 
1. Specify: Face With, Rod Style, Pinned Base Style and Finish. 
2. Standard projection is 3½" measured to the rod center.  Please specify if you require a custom projection. 
3. Order additional brackets, rings and batons as needed. 
4. Pricing: Rod cost = face width + return lengths rounded up to the next full foot + each heat & bend return (returns include pinned bases of your choice). 

 

Assembly Shown 
Finish: Sepia 

 

Standard Pinned Base 
Base is 1" x 4" 
Finish: Sepia 

 
 

Deco Pinned Base 
Base is 1½" x 3½" 
Finish: Sepia 

 

Round Pinned Base 
Base is 2" round 
Finish: Sepia 

 

 

Square Pinned Base 
Base is 1½" x 3½" 
Finish: Sepia 

 

Café Pinned Base 
For ½" rods only. 
Base is ½" x 2" 
Finish: Sepia 
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FRENCH  RODS , 1" & 1 -5/8" DIAMETER  

One of the most popular drapery hardware styles right now are French Rods that return to the wall.  We offer many options to 
configure these rods to your application.   
 

 

 
 
 

 
 

French Rods for 1" and 1-5/8" diameter rods are hollow.  Returns are sold separately and splice into the rod ends.  Returns without 
bases require brackets.  Returns with welded bases suspend the rod and allow for direct installation.  Standard projection is 3½" to 
rod center.  6" projection available at no extra charge (6½" for 1-5/8" rods).  Custom projection available at an extra charge.  Provide 
Face width measurement when ordering.  Center supports are recommended for rods over 96".  See coordinating bracket section. 
 

Easy to order, 
1. Specify: *Face With, Rod Style, Return Style and Finish.  * We will cut rods to the appropriate length to equal your specified face width. 
2. Standard projection is 3½" measured to the rod center.  Please specify if you require a custom projection. 
3. Order additional brackets, rings and batons as needed. 
4. Pricing: Rod cost = Face width ς 10" (for returns) rounded up to the next full foot + each return. 

 

Return 
Splices into rod end.  Adds approximately 5" per side.  Brackets are required. 

 
Finish: Black 

 
Assembly Shown 

 

Return with *Base 
Splices into rod end.  Adds approximately 5" per side.  *Specify base style. 

 

Deco Base / Finish: Brushed Nickel 

 
 

Assembly Shown 

 

 



 10 

1" ROUND RETURNS FOR FRENCH RODS  

 

Return 
Specify 3½" or 6" projection.  Brackets are required. 
Finish Shown: Polished Nickel  

 

Return with Standard Base 
Specify 3½" or 6" projection.  Base: 1" W x 4" L 
Finish Shown: Versailles 

*Do not use with heavy treatments. 

 

Return with Horizontal Standard Base* 
Specify 3½" or 6" projection.  Base: 4" W x 1" L 
Finish Shown: Versailles 

 

Return with Deco Base 
Specify 3½" or 6" projection.  Base: 1½" W x 3½" L 
Finish Shown: Brushed Nickel 

 

Return with Square Base 
Specify 3½" or 6" projection.  Base: 1½" W x 3" L 
Finish Shown: Sepia 

 

Return with Round Base 
 Specify 3½" or 6" projection.  Base: 2" Diameter 
 Finish Shown: Pearl 

  

Double Return with Standard Base 
Projection: 3" & 6". 
Finish Shown: Versailles 
Assembly pictured on right. 

1" SQUARE RETURNS FOR FRENCH RODS  

 

Return 
Specify 3½" or 6" projection.  Brackets are required. 
Finish Shown: Brushed Nickel 

 

Return with Standard Base 
Specify 3½" or 6" projection.  Base: 1" W x 4" L 
Finish Shown: Brushed Nickel 

*Do not use with heavy treatments. 

 

Return with Horizontal Standard Base* 
Specify 3½" or 6" projection.  Base: 4" W x 1" L 
Finish Shown: Brushed Nickel 

 

Return with Deco Base 
Specify 3½" or 6" projection.  Base: 1½" W x 3½" L 
Finish Shown: Natural Iron 

 

Return with Square Base 
Specify 3½" or 6" projection.  Base: 1½" W x 3" L 
Finish Shown: Black 

 

  

Double Return with Standard Base 
1" Round & Square:  Projection: 3" & 6". 
Finish Shown: Brushed Nickel 
Assembly pictured on right. 

1-5/8" RETURNS FOR FRENCH RODS  

 

Return 
Specify 3½" or *6½" projection.   
*Heavy Duty Brackets are required for 6½" projection. 
Finish Shown: Brite Silver 

 

Return with Base 
Specify 3½" or *6½" projection.  Base: 1¾" W x 4½" L 
*Heavy Duty Brackets are required for 6½" projection. 
Finish Shown: Gilded Silver 
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RINGS  

Iron Rings are sold individually.  All sizes are referenced by inside diameter (ID).  Eyelet rings are recommended for most 
applications.  Eyelets measure approximately 3/8" (I.D).  All rings can be furnished without eyelets upon request (surcharge applies). 
 

1" ring with eyelet 
Most popular choice for ½" & ¾" rods. 
Will not fit ¾" twist rods.  
1" ID, 1-3/8" OD 
Measures 1-3/16" from top of rod to 
top of eyelet. 
 
 
 

 

1 ½" ring with eyelet 
Most popular choice for 1" rods. 
Fits all 1" and smaller rods.   
1½" ID, 2" OD.  
Measures 1¾" from top of rod to top 
of eyelet. 
 
 

 

2" ring with eyelet 
Most popular choice for hb!±9w{9ϰ   
and all 1-5/8" rods. 
Fits 1-5/8" and smaller rods.   
2" ID, 2½" OD 
Measures 2¼" from top of rod to top 
of eyelet. 

 

2½" ring with eyelet 
Recommended for frequently operated 
panels when used with Iron Batons. 
2½" ID, 3" OD 
 Measures 2¾" from top of rod to top 
of eyelet. 

 
2½" C ring with eyelet 
Available for special applications.  
Recommended for large curved rods 
or excessive spans.  For use with 1-
5/8" rods & Bypass brackets only. 
2½" ID, 3" OD 

 
 
Assembly shown 

 

3" ring with eyelet 
Provides a dramatic appearance. 
3" ID, 3-5/8" OD.   
Measures 3-5/16" from top of rod to 
top of eyelet. 
 
 

 

Clip Rings 
Recommended for stationary panels 
only.  Do not use with heavy panels.  
Not for use with batons. 

 
1" ring with clip 
1" ID, 1-3/8" OD.  Measures 2" from 
top of rod to top of clip opening. 
 

2" ring with clip 
2" ID, 2½" OD 
Measures 3" from top of rod to top of 
clip opening. 

"S" ring 
Use to hook on grommeted panels. 
Fits all 1" and smaller rods.  
1½" ID, 2" OD 
Measures 3" from top of rod to inside 
of hook. 

 

1" Square ring with eyelet 
Will not fit ¾" twist rods.  
1" ID, 1-3/8" OD 
Measures 1-3/16" from top of rod to 
top of eyelet. 

 

1"Diamond ring with eyelet 
Will not fit ¾" twist rods.  
1" ID, 1-3/8" OD 
 

 

1 ½" Square ring with eyelet 
Fits all 1" and smaller rods.   
1½" ID, 2" OD 
Measures 1¾" from top of rod to top 
of eyelet. 

 

1 ½" Diamond ring with eyelet 
Fits all 1" and smaller rods.   
1" ID, 1-3/8" OD 

 

2¾" Diamond ring with eyelet 
Get creative with this oversize ring!  
Recommended for stationary panels 
only.  
2¾" ID, 3¼" OD 

 

Grommet # 15 
Grommet size # 15 is 2" inside 
diameter.  For Dwhaa!±9w{9ϰ &  
1-5/8" rods.  Specify finish. 
 

 
 
Grommet # 12 
Grommet size # 12 is 1-9/16" inside 
diameter.   For use with rods up to 1" 
diameter.  
Specify finish. 

 

*Grom-A-[ƛƴƪϰ І мр assembly 
Required for Dwhaa!±9w{9ϰ rods.  
Sold per link, includes # 10 bead chain 
and connectors.   
(Finish: Matte Nickel ς not visible.) 

 
*Grom-A-[ƛƴƪϰ І мн assembly 
Recommended for operational panels.  
Sold per link, includes # 6 bead chain 
and connectors.   
(Finish: Matte Nickel ς not visible.) 

 
*Grom-A-Link is a trademark of the Rowley Company 

Multi -Use Teflon Lubricant 
Recommended for functioning panels.  
Apply along the top of rods for easy 
operation of rods and rings.  Long 
lasting.  Reapplication not necessary in 
most cases (2 ounce). 
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SPLICES, BAY RODS & CURVED RODS  

Splice 
We can ship rods up to 118" in one piece with standard shipping service.  For rods longer than 118" we recommend splicing.  If you require a one piece rod longer 
than 118" please call for a freight quote. 

 
Easy to order, 

1. Specify overall rod length and indicate location of splice if other than center.  A bracket must be used at each splice point for support. 

 
 

 

 
Miter Cut with Adjustable Joint 
The best solution for 1" or 1-5/8" bay and corner rods.  Adjustable joint is available with 1" and 1-5/8" rods only.  Rod ends will be miter cut to the angle you specify.  
Adjustable joint is hinged to allow adjustment to match mitered angles and slides inside the rod.  Set screws on backside of rod tighten to join rod together.  
 

Easy to order, 
1. Specify wall angles and backwall measurements (not including finials).  We will make the necessary deductions.  Adjustable brackets are recommended.  

Four brackets are usually sufficient for most three-sided bay windows. 
 

 

Adjustable Joint 

 

Miter Cut & Weld 
Recommended for ½" or ¾" rods. 
Specify wall angles and backwall measurements (not 
including finials). 
Adjustable brackets recommended. 
Freight shipment may be required. 

 

 

Miter Cut Only 
Recommended when butting ½" or ¾" rods together.  
Please specify wall angles and backwall 
measurements (not including finials). 
Adjustable brackets recommended. 

 

 
 

Curved Corner Joint* 
For 1" & 1-5/8" rods only.  Measures 5" x 5".  Splice 
ǊƻŘǎ ƛƴǘƻ ŎǳǊǾŜŘ ŎƻǊƴŜǊ Ƨƻƛƴǘ ǘƻ ŎǊŜŀǘŜ ŀ ǎƻŦǘ флɕ 
curve.  Non load bearing*. 

 

 
Continuously Curved Rods 
We offer custom curving for bay, bow and arched windows for all of our rods.  Rings or tabs can be welded to rods if necessary.  Templates are required for bow and 

arched rods.  Please indicate on template where rod ends (not including finials).  Adjustable brackets are recommended.   Freight shipment may be required. 
 

Double reverse curved rod set 

 

 
Continuously curved Bay hb!±9w{9ϰ 1-5/8" iron traverse rod 

 

Arched rod with welded rings 

 
 
 
 

Continuously curved hb!±9w{9ϰ 1-5/8" iron traverse rod 
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BATONS, WINDOW CRANES & SCROLL RODS  

Iron Batons 
Designed to facilitate opening and closing drapery panels.  Made of ½" round iron.  Specify length (36", 48" and 60" are most common).  Hammered end is standard.  
A finial may be added for an additional charge.  Please specify finial style.  Designed to clip on to the body of the lead ring of the drapery panel (not the eyelet). 
 

Standard Baton 
Finish: Brushed Nickel 

 
 

Baton with Finial 
Finial: Plumbum / Finish: Henna 

 
Acrylic Batons - Clear 
Lengths available: 24",30",  36", 48", 60", 72" 

 
Fiberglass Batons ς Off white 
Lengths available:  33", 48", 60" 

 
 

Window Cranes 
Available in ½" round up to 36".  Will support up to 8 lbs.  Also available in ¾" round up to 36".  Will support up to 12 lbs.  Specify rod length between finial and hinge.  
Specify finial style.  Base is 2" round.  Projection to rod center is 1½" (custom projection available for an additional charge). 

Window Crane 
Finial: Baby Pineapple / Finish: Versailles 
 

 

Window Crane with Shangri-La Scroll 
(Scroll measures 8½"W x 4½"L) 

Finial: Ball / Finish: Brushed Nickel 
 

 

Window Crane Support 
Provides additional support and maintains a level appearance for window cranes.  Base is 2" round.  Length is 2¾", (custom length available for an additional charge). 

Window Crane Support  
Finish: Versailles 

 

Assembly shown 
Finial: Baby Pineapple / Finish: Versailles 

 

Scroll Rod with Pegs 
Specify length tip to tip (up to 60" maximum). 
Specify peg spacing (5" is typical). 
2 concealed round swivel brackets are included and serve as the first attachment 
points for treatments. 
Custom curving available per quote (template required). 

 

Scroll Rod Shown with tie top panel 
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ONAVERSEÊ IRON TRAVERSE ROD 

Our patented hb!±9w{9ϰ 1-5/8" diameter iron cord traverse rods move heavy panels with ease.  Our exclusive design features an 
internal mechanism that is not visible from below.  Friction reducing glides along the top of the rod ensure smooth and quiet 
operation.  hb!±9w{9ϰ rods utilize our 2" I.D. rings with eyelets as standard.  2½" C-rings are available for special applications.  Pair 
with any of our standard 1-5/8" components (finials, brackets etc...).  Continuous curving is available for bay and bowed window 
applications.  hb!±9w{9ϰ rods are heavy duty, and feature all steel ball bearing pulleys for maximum durability and superior 
function.  Optional motorization kit is available. 
 

 

Finial: Ball /  Finish: Versailles 

 

 

 

 

 
(Bottom View) 

 

United States Patent # 8,544,148      

Easy to order, 
1. Specify overall rod length (not including finials).  Brackets should be installed a minimum of 3" in from the rod ends.  Please allow extra rod length to 

accommodate this.  Specify finish. 
2. Indicate if rod will be two way draw, one way stack left, or one way stack right. 
3. Specify the cord location either right or left, and the length of cord drop you require.  Note: Baton draw is available on request. 
4. Order brackets, finials and rings as required.  Master carriers include two rings per carrier.  

 
Note:  Maximum span between brackets is 120".  Maximum rod length (one piece) is 240".  Maximum recommended panel weight is 6 pounds per foot.  We do not 
recommend splicing.  A steel tension pulley is standard.  Motorization is optional.  Heavy duty brackets are recommended for panel lengths over 108", spans over 96", 
projections over 3-1/2", and for double rod sets. Professional installation into studs or wood backing is recommended. 

 

Continuously Curved 

 

Continuously Curved Bay 

 

 
Bypass brackets and C-Rings 
Available for special applications.  
Rings are 2½" diameter.  
Recommended for large curved rods 
or excessive spans. 

 

 

 
Lock Ring 
For use with inside mount socket 
brackets only.  Slides into rod end.  
Order one per cord side. 
 

 

 

 
BTX® Motorization Kit 
Add the convenience of motorization to hb!±9w{9ϰ traversing rods.  
Motorization kit includes everything you need.  Simply plugs into nearest wall 
outlet.  Low voltage (12 volt) motor drives the cord to traverse draperies.  Hand 
held remote control with radio frequency ensures positive operation. 
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GROMMAVERSE Ê IRON TRAVERSE ROD  

Easily move grommeted panels with our new GROMMAVERSEϰ 1-5/8" diameter iron cord traverse rod.  Featuring our patented 
hb!±9w{9ϰ cord traverse system.  The internal mechanism is not visible from below.  Friction reducing glides along the top of the 
rod ensure smooth and quiet operation.  Dwhaa!±9w{9ϰ 1-5/8" diameter iron rods are designed to utilize #15 grommets in 
conjunction with the GROM-A-[LbYϰ*pleat control system.  Block brackets are recommended.  Select any of our standard 1-5/8" 
finials.  Continuous curving is available for bay and bowed window applications.  Dwhaa!±9w{9ϰ rods are heavy duty, and feature 
all steel ball bearing pulleys for maximum durability and superior function.  Optional motorization kit is available. 

 

 Finial: Cyrus /  Finish: Polished Chrome 

  
 

United States Patent # 8,544,148 

Easy to order, 
1. Specify overall rod length (not including finials).  Brackets should be installed a minimum of 3" in from the rod ends.  Please allow extra rod length to 

accommodate this.  Specify finish.   
2. Indicate if rod will be two way draw, one way stack left, or one way stack right. 
3. Specify the cord location either right or left, and the length of cord drop you require.  Note: Baton draw is available on request. 
4. Order Block Brackets, and finials as required.  
5. 2 X panel fullness is recommended.  An even number of grommets are required (usually 8 grommets per width). 

 
Note:  Maximum span between brackets is 120".  Maximum rod length (one piece) is 240".  Maximum recommended panel weight is 6 pounds per foot.  We do not 
recommend splicing.  A steel tension pulley is standard.  Motorization is optional.  Block Brackets are recommended.   Professional installation into studs or wood 
backing is recommended. 

 

  
  

 
Block Brackets 
Recommended for Dwhaa!±9w{9ϰ 
rods.  Specify finish. 

 
Block Bracket 

 
 
Block Center Bracket 

 
 

 
Grommet # 15 
Grommet size # 15 is 2" inside 
diameter.  For Dwhaa!±9w{9ϰ rods.  
Specify finish. 

 
Grom-A-[ƛƴƪϰ І мр* 
Required for for Dwhaa!±9w{9ϰ 
rods.  Sold per link, includes # 10 bead 
chain and connectors.   
(Finish: Matte Nickel ς not visible.) 

 
*Grom-A-Link is a trademark of the Rowley Company 

 
BTX® Motorization Kit 
Add the convenience of motorization to hb!±9w{9ϰ traversing rods.  
Motorization kit includes everything you need.  Simply plugs into nearest wall 
outlet.  Low voltage (12 volt) motor drives the cord to traverse draperies.  Hand 
held remote control with radio frequency ensures positive operation. 
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ONA ACRYLIC RODS 1 -5/8 "  DIAMETER  

Specify our crystal clear Acrylic rods for a sophisticated and modern look.  Select a complementary Acrylic components or Mix and 
match from any of our 1-5/8" finials, brackets and rings to suit the décor.  Our 1-5/8" Acrylic rods are rigid enough to span 5' ς 6' 
between brackets in most cases.  Maximum lengths available are 96".  For longer lengths, we offer a special Acrylic cement to create 
a welded splice on site.  Acrylic rods and components are recommended for light to medium weight treatments. 
 
 
 
 
Acrylic Barcelona shown 

 
 
 

 

                                                                                             
Easy to order, 

1. Specify: Rod length, Finials, Brackets and Rings.  Mix and match any of our 1-5/8" finials, brackets, rings and findings. 
2. Specify finish for all findings if other than Acrylic. 
3. If rods will be spliced, let us know the overall rod length, and the splice locations.  Order Acrylic cement for spliced rods. 

 

 
Ona Acrylic Rod, 1-5/8" diameter (actual size) 

 
 

 

ONA ACRYLIC FINIALS  
 

ACRYLIC BALL 2½"L x 2½"H Q 

 
 

 

ACRYLIC CIRCLET 1"L x 2½"H L 

 
 

 

ACRYLIC CUBE 2½"L x 2½"H H 
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ONA  ACRYLIC FINIALS  

 

ACRYLIC FACATED CUBE Q 

2½"L x 2½"H  

 

ACRYLIC JEWEL R 

2½"L x 2 ¼"H  
 

 

ACRYLIC MERIDIAN L 

1½"L x 2½"H 

 

ACRYLIC BARCELONA R 

2"L x 2¾"H 

 

ACRYLIC BRACKET  H 

2¼" x 3¾"; 3½" P  

 

ACRYLIC DOUBLE BRACKET L 

2¼" x 3¾"; 3"-6" P  

 

ACRYLIC RING 
2" I.D. x 2½" O.D. 

 

Splice 

 

Acrylic Cement 
 

 

Acrylic Batons - Clear 
Lengths available: 24",30",  36", 48", 60", 72" 

 
 

aƛȄ ŀƴŘ aŀǘŎƘ ŜȄŀƳǇƭŜǎΧ 
 

ArtGlass Carbonated Clear Ball 3" / Finish: Clear / Brite Silver / Deco Pass Through Bracket 

 
 

ONALUXΆ Ball  
Finish: Clear / Brite Silver 

 

ONALUXΆ Bell 
Finish: Clear / Brite Silver 

 

Crystal Ball 
 Finish: Polished Chrome 

 

Crystal Stratosphere 
 Finish: Polished Chrome 

 
Ball 3" 
Finish: Gilded Silver 

 

ArtGlass Cylinder 
Finish: Black Swirl / Brite Silver 

 

ArtGlass Carbonated Clear Ball 3" 
 Finish: Clear / Brite Silver 

 

ArtGlass Flame 
Finish: Blue / Gilded Silver 

 

 


